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Routine Maintenance
Cleaning the Interior

Be sure to turn the temperature control to “OFF” and unplug the 
electrical cord. Wash the inside surface of the storage area with 
warm water and baking soda solution (about one tablespoon 
of baking soda per quart of warm water). Rinse thoroughly with 
clean, warm water and wipe dry. 

Cleaning the Exterior

Wipe the cabinet exterior occasionally with a cloth dampened in 
mild detergent and water. Rinse and wipe dry with a soft cloth.  
Do not use razor blades or other sharp instruments that can 
scratch the appliance surface when removing adhesive labels. 
Any glue left from the tape can be removed with a mixture of 
warm water and mild detergent or touch the residue with the 
sticky side of tape already removed. DO NOT REMOVE THE 
SERIAL PLATE.

Condensate Pan

Some models have a condensate pan in a fixed position located 
behind the toe grill. This must not be removed from under the 
cabinet. If the pan is removed, condensate will drop onto the 
floor.

Power Failure
DO NOT open the appliance lid unnecessarily if the appliance is 
off for several hours.

If a power failure occurs, pack seven or eight pounds of dry ice 
into the appliance every 24 hours. Look in the Yellow Pages 
under “Dry Ice”, “Dairies”, or “Ice Cream Manufacturers” for local 
dry ice suppliers. Always wear gloves and use caution when 
handling dry ice.

Energy Conservation Measures
This appliance is designed for efficiency with heavy foam 
insulation. However, there are things that the user can do to 
maintain the appliance in operating condition.

•	 	 Do not operate the appliance any colder than necessary 
to maintain safe, product storage temperatures.

•	 	 Make sure the appliance is located to prevent direct 
exposure to sunlight, air ducts, etc.

•	 	 Keep the door closed except for normal use. Inspect the 
door often to see that it self-closes and the gaskets are in 
good condition.

•	 	 Do not overstock the product in the cabinet because it 
will block the normal air flow.

•	 	 Have at least annual inspections by a qualified service 
company to see that the refrigerant charge is correct.

•	 	 This appliance operates more efficiently in a cooler 
ambient than in a hot ambient. Try to maintain an ambient 
below 80ºF (27ºC) and 65% RH (Relative Humidity) for 
maximum efficiency.

Periods of Non-use and Moving Tips

Leave the appliance operating during periods of non-use of less 
than three (3) weeks.

Long Periods of Non-use

If the appliance will not be used for several months:

•	 	 Remove all food and unplug the power cord.

•	 	 Clean and dry the interior thoroughly.

•	 	 Leave the appliance door open slightly, blocking it open if 
necessary, to prevent odor and mold growth.

Moving

When moving the appliance , follow these guidelines to prevent 
damage:

•	 	 Disconnect the power cord plug from the wall outlet.

•	 	 Remove foods, then defrost, and clean the appliance .

•	 	 Secure all loose items such as base panel, baskets, 
and shelves by taping them securely in place to prevent 
damage.

•	 	 In the moving vehicle, secure appliance in an upright 
position to prevent movement. Also, protect outside of 
appliance with a blanket or similar item.
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TROUBLESHOOTING 
GUIDE

Before calling for service, review this list. It may save you time and expense. This list includes 
common occurrences that are not the result of defective workmanship or materials in this 
appliance.

PROBLEM CAUSE CORRECTION

APPLIANCE OPERATION

Appliance does not run. * Appliance is plugged into a circuit 
that has a ground fault interrupt.

* Use another circuit. If you are unsure about the outlet, 
have it checked by a certified technician.

* Temperature control is in the "OFF" 
position.

* See Thermostat Setting.

* Appliance may not be plugged in, or 
plug may be loose.

* Ensure plug is tightly pushed into outlet.

* House fuse blown or tripped circuit 
breaker.

* Check/replace fuse with a 15 amp time delay fuse. 
Reset circuit breaker.

* Power outage * Check house lights. Call local Electric Company.
Appliance runs too much or 
too long.

* Room or outside weather is hot. * It's normal for the appliance to work harder under 
these conditions.

* Appliance has recently been 
disconnected for a period of time.

* It takes 24 hours for the appliance to cool down 
completely.

* Large amount of warm or hot food 
have been stored recently.

* Warm food will cause appliance to run more until the 
desired temperature is reached.

* Door is opened too frequently or 
kept open too long.

* Warm air entering the appliance causes it to run 
more. Open the door less often.

* Appliance door may be slightly * See "Door Problems".
* Temperature control is set too low. * Turn control knob to a warmer setting. Allow several 

hours for the temperature to stabilize.
* Appliance gaskets are dirty, worn, 

cracked or poorly fitted.
* Clean or change gasket. Leaks in the lid seal will 

cause appliance to run longer in order to maintain 
desired temperature.

Interior appliance 
temperature is too cold.

* Temperature control is set too low. * Turn control knob to a warmer setting. Allow several 
hours for the temperature to stabilize.

Interior appliance 
temperature is too warm.

* Temperature control is set too 
warm.

* Turn control knob to a colder setting. Allow several 
hours for the temperature to stabilize.

* Door is opened too frequently or 
kept open too long.

* Warm air entering the appliance causes it to run 
more. Open the door less often.

* Appliance door may be slightly * See "Door Problems".
* Large amount of warm or hot food 

have been stored recently.
* Wait until the appliance has had a chance to reach its 

selected temperature.
* Appliance has recently been 

disconnected for a period of time.
* appliance requires 24 hours to cool down completely.

Appliance external surface 
temperature is warm.

* The external appliance walls can be 
as much as 30ºF warmer than room 
temperature.

* This is normal while the compressor works to transfer 
heat from inside the appliance cabinet.

SOUND AND NOISE

Louder sound levels 
whenever appliance is on.

* Modern appliances have increased 
storage capacity and more stable 
temperatures. They require heavy 
duty compressors.

* This is normal. When the surrounding noise level is 
low, you might hear the compressor running while it 
cools the interior.

Louder sound levels when 
compressor comes on.

* Appliance operates at higher 
pressures during the start of the ON 
cycle.

* This is normal. Sound will level off or disappear as 
appliance continues to run.

Popping or cracking sound 
when compressor comes 
on.

* Metal parts undergo expansion and 
contraction, as in hot water pipes.

* This is normal. Sound will level off or disappear as 
appliance continues to run.
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For questions, comments or service please call us toll free at 
1-866-738-1640.

PROBLEM CAUSE CORRECTION

SOUND AND NOISE (Cont.)

Bubbling or gurgling sound, * Refrigerant (used to cool appliance) 
is circulating throughout the system.

* This is normal.

Vibrating or rattling noise. * Appliance is not level. It rocks on 
the floor when it is moved slightly.

* Level the appliance by putting wood or metal shims 
under part of the appliance.

* Floor is uneven or weak. * Ensure floor can adequately support appliance. Level 
the appliance by putting wood or metal shims under 
part of the appliance.

* appliance is touching the wall. * Re-level appliance or move appliance slightly.
WATER / MOISTURE / FROST INSIDE APPLIANCE

Moisture forms on inside 
appliance walls.

* Weather is hot and humid, which 
increases internal rate of frost build-
up.

* This is normal.

* Door is slightly open. * See "Door Problems".
* Door is kept open too long or is 

opened too frequently.
* Open the door less often.

ODOR IN APPLIANCE

Odors in appliance. * Interior needs to be cleaned. * Clean interior with sponge, warm water, and baking 
soda.

* Foods with strong odors are in the 
appliance.

* Cover the food tightly.

DOOR PROBLEMS

Door will not close. * Appliance is not level. It rocks on 
the floor when it is moved slightly.

* Level the appliance by putting wood or metal shims 
under part of the appliance.

* Floor is uneven or weak. * Ensure floor can adequately support appliance. Level 
the appliance by putting wood or metal shims under 
part of the appliance.

LIGHTING PROBLEMS

Light bulb is not on. * The fluorescent lamp or light bulb is 
burned out.

* See "Fluorescent Lamp" or "Interior Light" on 
Features Section.

* No electric current is reaching the 
appliance.

* See "appliance Does Not Run".
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IMPORTANT SAFETY NOTICE
The information provided herein is designed to assist qualified repair personnel only. 
Untrained persons should not attempt to make repairs due to the possibility of electrical 
shock. Disconnect the power cord before servicing.

IMPORTANT

IF ANY GREEN GROUNDING WIRES ARE REMOVED DURING SERVICING, THEY MUST BE RETURNED 
TO THEIR ORIGINAL POSITION AND PROPERLY SECURED.

ELECTRICAL CIRCUIT

STAINLESS STEEL DOOR
REFRIGERATOR

STAINLESS STEEL DOOR
FREEZER

GLASS DOOR
REFRIGERATOR




